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Field programmable Time Clock controller


8 Output (channels or relays)


Up to 2 groups (zones) configuration


A KC-411 can be networked with a KC-401 Relay Controller to


control up to 24 relays and 6 groups


Multi group relay assignment capability


LCD Display (4 lines – 20 characters)


Membrane Keypad


Push Button Switch Tone


Palm Pilot Programming/Operation capabilities (IRDA)


Multiple Input Combination (2 devices)


-      Low voltage 2 wire switch					


Dry-contact	


Occupancy sensor


Time clock


switch 


Light level controller


Photocell


Photocell Dedicated Input (2)


Daylight Savings


Astronomical Clock


365-day, 7-day and 24 – Hour Programming


Up to 500 Schedules (Once, daily, weekly, 


monthly, yearly)


Events priority management


Automatic Opposite Action Programming


Energy Code Certified Features


Timed Schedules 


Flick Warn 


Time-On Extension 


Override Switching 


On Only and Off Only 


























       Power Supply			24VAC, 125 Ma





       IEC Standards Compliance		IEC 60255-22-4: Fast Transient Disturbance Tests


					IEC 61000-4-2: Electrostatic Discharge Immunity Test





      Terminal Blocks			Plug-In & Screws





       Temperature			32° F to 122° F (0°C  to 50°C)





       Dimensions 				4.2 in x 7.0 in (107 mm x 180mm)



































